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Example: [M/S K|1/0/1|D -|0/2/0/0
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Product
MSK. ..con s = MSK

Motor size

Motor length
Lengths., o.cova v cms s o =D, E

Winding code
MSK101D . ... .. .. = 0200, 0300, 0450
MSK101E ........ = 0200, 0300, 0450

Cooling mode
Natural convection. . .................. = NN
Liguid e00ling.. .« s svnsn svosn s s =FN

Encoder

Optical encoder, singleturn Hiperface,

WiIth: 428 iNCrEMEntSl v we cws s smms o s =81
Optical encoder, singleturn EnDat2.1,

with 2048 increments. . .. .................... =82
Optical encoder, multiturn-absolute Hiperface,

with 128 increments. . . ... ................... =M1
Optical encoder, multiturn-absolute EnDat2.1,

with 2048 increments. .« o« cos i svw s swwes s = M2

Electrical connection @
Connector, A-Side . . ... =
Connestor B-Side . ... comun vnaes wv s o pis e s =

B ] 1 o L= | ey
Connector, right. . . ... ... . .. ... . ...

orm>

Shaft

Plain shaft with shaft sealing ring (standard). . ........... =G

Shaft with keyway per DIN 6885-1 with shaft sealing ring. . .

Holding brake

Without holdingbrake. . . .. ... ... ... .. ... ... ... ... ... ...
Holding brake, electrically-released, 70Nm ... ............
Holding brake, electrically-released, 120 Nm . .. ...........

Fig.6-35: Type Codes MSK101 (page 1)
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Type Codes
Abbrev. |1 1 | =21 i i 3 4
Column ’ 12345578‘901|23455'?’6901!23;456?890123456?890
Example: [M[S|K|1/0/1|D|- 0/2/0/0]- |N|N|-|S|1|-|A|G/0- N|N|N|N| | |

10. Other design 2 —’_

10T ANOHE = 21, v i e, o T T S B Ao Tl T s = NNNN
10.2 Increased shaft run-out, axial run-out according to DIN 42955. . . = RNNN

11. Standard reference

Standard Title Edition

DIN 6885-1 Drive Type Fastenings without Taper Action; Parallel Keys, 1968-08
Keyways, Deep Patter

DIN 42955 Tolerances of shaft extension run-out of mounting flanges 1981-12

for rotating electrical machinery, test

Note:

@ Looking from front onto driven shaft (see picture 1)

(2) Other design "NNNN" is only available with encoder "S1" and "M1"
Other design "RNNN" is only available with encoder "S2" and "M2"

lllustration example: MSK101

Position of power connection = top

id€

Fig.6-36: Type Codes MSK101 (page 2)



